Q40 Quad Core Sealed Server

Based on Advanced APlus Mobile Technology (US Patent No 7,773,375)

+  Intel® Core 2 Quad Processor for demanding mobile processor workloads

*  Open Architecture runs all PC operating systems and software DESIGNED FOR

+12-29VDC Power Input (10-36VDC operational) MIL-STD-810G

+  Built-In Patented Transient Protection and Power Management APPLICATIONS

+  Compact, Sealed, Aluminum Case with Patented Cooling Technology

+ /O connectors configurable per specification Temperature

+  Scalable form factor depending on configuration (9.2" x 7.9 footprint) Altitude

+ Mount on any flat surface in any orientation Shock
Vibration

+ Extended Temperature Range available

Q40-MC Sealed Server

For more information visit www.APlusMobile.com

All Trade Marks are owned by their respective owners, whether marked TM or otherwise.

Configurable COTS for Commercialization: Standard hard-
ware design can be custom configured to meet complex soft-
ware requirements.

Equipment Powered: 10-36VDC with Patented internal tran-
sient protection and power management.

Completely Sealed Machined Aluminum Chassis: Elimi-
nates contaminant ingestion of dust and water.

Standard x86 Architecture: Tested to run all standard PC
Operating Systems (Windows 7, Linux, Unix, etc.), Programs
and Peripherals.

Extended Capability: Seamless interface with sensor net-
works, navigation control systems, LIDAR, LADAR and real-
time surveillance systems. Intel® based processors and chip-
sets. Incorporates internal WiFi, Cell Modem, CAN bus and
more per your specification.

Designed and Manufactured in the USA
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